NOTES:

GENERAL:
1. WHEN LOCATIONING SIGNS, QUANTITY, STOCK NUMBERS AND CHARACTERISTICS WHEN
   REQUIRED MUST BE LOCATED ON REORDERING. HARDWARE MUST ALSO BE ORDERED
   REQUIRED REINFORCING STEEL. THE NUMBER OF ORDERED ITEMS NOT SHOWN
   2. FULL SIZE SIGN TEMPLATES AVAILABLE UPON REQUEST.

MATERIALS:
1. SIGN FRAMES TO BE ALUMINUM SHEET, ALLOY 3003, HW 0.050 GALL. FINISH.
2. REFLECTIVE SHEETING MUST CONFORM TO THE LATEST ISSUE OF CANADIAN GENERAL
   STANDARDS BOARD (CSB) STANDARD 62-OP-90 M. LEVEL 1. MATERIAL

MANUFACTURING:
1. UNLESS OTHERWISE STATED, COLOR SHEETING AND SYMBOLS ARE APPLIED ON ONE SIDE
   ONLY.
2. ALL DIMENSIONS ARE IN INCHES.
3. ALL MEASUREMENTS CHECKED ON DRAWING.
4. ALL ALUMINUM SAW CUTS MUST BE THERMALLY DRIED, ETCHED, AND
   PROTECT.
5. SHEETING TO BE APPLIED DIRECTLY TO THE PREPARED ALUMINUM SURFACE.

Erection:
ALSO STATED IN THE DESCRIPTION OF LOCATING AND ERECTING REMARKS:
1. ALL SIGNS SHALL BE ERECTED AT RIGHT ANGLES TO TRAFFIC, WITH THE TOP OF THE
   SIGN ABOVE THE TOP OF THE POST.
2. SIGNS SHALL BE ERECTED AT 2 TO 2.5 FEET FROM THE CURB SIDE OF THE
   STREET EXCEPT FOR THOSE SIGNS OR FACES WHERE REQUIRED BY ROAD
   AUTHORITY OR THE CITY BY-LAW.
3. SIGNS SHALL BE ERECTED AT 2 TO 2.5 FEET FROM THE CURB SIDE OF THE
   STREET EXCEPT FOR THOSE SIGNS OR FACES WHERE REQUIRED BY ROAD
   AUTHORITY OR THE CITY BY-LAW.

REFERENCE:
TS-0720 SH29-K2 Sheet 29 OF 41