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REFLECTIVE MATERIALS MUST NOT END MORE THAN 12" FROM CROWN OF ROAD 
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100 (4") REFLECTIVE MATERIAL ON BACK OF CROSS-ARMS 
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3M-3970 (SILVER WHITE) REFLECTORIZED TAPE 
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CROSS-ARMS: THE REFLECTIVE MATERIAL ON THE FRONT OF THE CROSSBUCKS SHALL BE AS NEARLY WHITE AS POSSIBLE WITH A MINIMUM REFLECTIVITY LEVEL 1 IN ACCORDANCE WITH THE LATEST ISSUE OF CANADIAN GENERAL STANDARDS  BOARD SPECIFICATION 62-GP-11M, (3M HIGH INTENSITY REFLECTIVE SHEETING). THE REFLECTIVE MATERIAL SHALL COVER THE ENTIRE SURFACE, WITH THE FABRICATION DATE SHOWN IN ONE CORNER.  50mm (2") BORDER SHALL BE TRANSPARENT RED, APPLIED TO FRONT SIDE ONLY BY A SILK SCREEN PROCESS. 
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NUMBER OF TRACKS SIGNS: THE REFLECTIVE MATERIAL ON THE FRONT OF THE NUMBER OF TRACKS SIGNS SHALL BE AS NEARLY WHITE AS POSSIBLE WITH A MINIMUM REFLECTIVITY LEVEL 1 IN ACCORDANCE WITH THE LATEST ISSUE OF CANADIAN GENERAL STANDARDS BOARD SPECIFICATION 62-GP-11M, (3M HIGH INTENSITY REFLECTIVE SHEETING).  TRACK ILLUSTRATION AND NUMBER OF TRACKS SHALL BE TRANSPARENT RED, APPLIED TO FRONT SIDE ONLY BY A SILK SCREEN PROCESS. 
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VERTICAL STRIP: THE VERTICAL REFLECTIVE STRIP ON THE FRONT AND BACK OF THE POST AS WELL AS THE REFLECTIVE TAPE ON THE BACK OF THE CROSSBUCKS SHALL BE SILVER WHITE, 3M DIAMOND GRADE REFLECTIVE SHEETING (3M PRODUCT CODE 3970). 
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POSTS SHALL BE MADE OF SQUARE OR RECTANGULAR CEDAR,  OR C.C.A. TREATED SPRUCE/PINE TO THE DIMENSIONS SHOWN ON THE PLAN.  THE PORTION OF THE POST BELOW GROUND SHALL BE COATED WITH COAL TAR AND THE PORTION ABOVE THE GROUND LINE SHALL BE PAINTED WHITE. 
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ALTERNATIVE POSTS
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URGENCE 24 HRS EMERGENCY 1-800-465-9239 
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24 HOUR EMERGENCY SIGN: 24 HOUR EMERGENCY SIGN BACKGROUND TO BE YELLOW, 3M ENGINEER GRADE REFLECTIVE SHEETING (3M PRODUCT CODE 3207). 
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MAX 3.0m (WITH STOP SIGN)
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RURAL: MINIMUM 1.5m
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NOTE: STOP SIGN TO BE ADDED WHEN REQUIRED PER  GO TRACK STANDARSD 2700.
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NOTE: NUMBER OF TRACK SIGNS TO BE INSTALLED ONLY WHERE CROSSING SIGNS PROTECT MORE THAN ONE TRACK, NUMBER DISPLAYED IS TOTAL NUMBER OF TRACKS CROSSED. 
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NOTE:
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SIGN SHALL BE INSTALLED BETWEEN 0.75m AND 1.25m FROM FACE OF CURB OR OTHER EDGE OF ROAD SHOULDER.  WHERE THERE IS NO CURB OR SHOULDER, SIGN SHALL BE INSTALLED 2.0m - 2.5m FROM EDGE OF TRAVELLED WAY. 
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METRIC CONVERSION: 1 inch=25.4mm, 1 foot=304.8mm
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